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. FROM NATIONAL PHOTOGRAPHIC INTERPRETATICu CENTZK,
" SUBJECT$ EVALUATION OF GLASS LAMP MISSIOR C-087
1. . IMAGE QUALITY: THE OVERALL IMAGE QUALITY OF THIS nISSIOW
15.GO0D, : A SLIGHT VARIATION IF IMACE GUALITY ACROSS THL FORMAT
PRESENT IN MOST FRAMES WITH THE BETTER IMAGLRY BEING WEAR THE DA IS8T
BLOCK END, THE INTERPRETATION SUITABRILITY OF THIS MISSION IS €
# CLOUD COVER AND HAZE OBSCURE APPROXIMATELY FIVE PERCENT OF THE
= ENTIRE MISSION,
. 2, MISSION DATA:
G-087 ‘
27 JUNE 1969
B/24/U2R
D. MODE 5
" T/0 1\020Z
C/0N 1248Z
T 3481
17400 -
F/11
WRATTEN 12 (MINUS BLUE)
NAV RECON TECH SUPPCEN, MX57E
'LEFT SIDE: 2.12
"+ RIGHT SIDE: 2.29
3. ORIGINAL NEGATIVE

25X1

A, EXPOSURE: ADEQUATE.,
B. DENSITY AND CONTRAST: GENERALLY MEDIUb,
' C, IMAGE DEGRADATIONS:
o (1) BOTH SIDES: EDGE FOG IS PRESENT ALONG FOTH EDGE
% INTERMITTENTLY THROUGHOUT THE MISSION. THE rOG O THE
" FIRST 600 FRAMES IS QUITE HEAVY AHND APPEARS TO PE THE
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-—Daa
RESULT OF A LIGHT LEAK. THE FOG EXTENDS UP T0 8.5
INCHES IN FROM THE FILM EDGES., AFTEF FRAME 6p@ THE FOG
ALONG THE OUTEOARD EDGES BECOMES VERY NINOR. THE FOG
ALONG THE INBOARD EDGES ALSO BECOMES MINOK EUT I35 IMORE
SEVERE THAN THE OUTEOARD EDGE FOG FOR THE REST OF THE
MISSION.
-D. PHYSICAL DEGRADATIONS
(1) SR SIDE: TITLE FLAKING IS PRESENT EXTENSIVELY
IN A TWO INCH BAND ACROSS FRAME 243, ONE HEAT SPLICE
AND ONE MANUFACTURER'S SPLICE ARE PRESEHT IN THE (iISSION
MATERIAL .
(2> SL SIDE: TITLE FLAKING IS PRESENT EXTENSIVELY
- IN FRAMES 1197 THRU 1280, TW0O HEAT SPLICES AND O
- MANUFACTURER'S SPLICE ARE PRESENT IN THE MISSION MATERIAL.
"FRAMES 72 THRU 299 HAVE BELMN RETITLED.
E., AUXILIARY DATA: THE DATA BLOCK WRITE-IN IJFORWATIOHN
READS B/1© AND G-888 WHICH ARE INCORRECT, THE VERTICAL INDICATOR
DOT IS VERY FAINT ON THE SL SIDE. ALL OTHER DATA RECORDING
EQUIPMENT FUNCTIONED PRQPERLY.
- F, OTHER: THE SR SIDE OUT&Z0ARD EDGE MARGIH IS £.75
.+ . INCH WIDE. A NONIMAL WIDTH OF THIS MARGL{ I35 U.62 INCH,
¢ .'IT APPEARS THAT THE FILM MAY HAVE TELESCOPED TOWARD THE
. 7~ OUTBOARD EDGE OF THE SUPPLY SPOOL,
. 4, POSITIVES: PRINTING AND PROCESSIMG AKE ADEQUATR FOR
a EXPLOITATION PURPOSES,
: GP-1 ]
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